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11  ■■    AAPPPPLLIICCAANNTT  

 

GEZOLAN AG 

Werkstrasse 30 

6252 DAGMERSELLEN 

SWITZERLAND 

 
 

22  ■■    SSAAMMPPLLEESS  

  

Product name Red product 062.1040 

Pictures 
 

 

 

Description - 10 mm of EPDM granules 

  

 

33  ■■    TTEESSTT  PPRROOGGRRAAMM  

The European Directive 89/106/EEC of 1989 is the Directive Products for Construction, relative to the 

requirements of reaction to fire of the construction products.  

This Directive aims for harmonizing between the various member states, the tests methods as well as the 

products classification.  

 

The tests method and products classification are specified in EN 13501-1 standard "Fire classification of 

products and construction elements. Part 1: classification from fire reaction tests data. 
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For floor surfaces category, the reaction to fire of products is tested with the help of tests of increasing request: 

 

- Punctual attack by small flame (EN ISO 11925-2): this tests simulates the attack of a flame and estimates 

the flammability of the product 

 
-  Attack by flooring radiant panel (EN ISO 9239-1): this test estimates the critical flow under which one the 

flames do not spread. This test also estimates the smoke production. 

 

According to the results, products are classified in 7 families: 

 

- A1fl and A2fl : The reaction to fire is nil or very low 

- Bfl, Cfl, Dfl, Efl : For respectively low, limited, moderate and important reaction to fire 

- Ffl : Very important reaction to fire or product not subjected to the tests 
 

The 7 levels are specified by indications s1 and s2, concerning the opacity of produced smokes according to 

quantities and speeds: weak (s1) and medium (s2). 

 

  

44    ■■        CCOONNCCLLUUSSIIOONN  

 

Detailed results are presented in the report n° 2015AN1198 here enclosed. 
 

Floor coverings materials fire reaction classification according to EN 13501-1 standard is based on test results of 

at least 4 flooring radiant panel specimens, furthermore the ignitability small flame test according to EN ISO 

11925-2 fulfillment.  

 

In this case, as only 2 flooring radiant panel specimens have been tested, a material classification can’t be 

attested. If hypothetically 4 specimens had been tested and results had been similar to the obtained results, 

and small ignitability tests criteria had been achieved, the product « Red product 062.1040 » provided by 

GEZOLAN AG would be classified as follows : DFL-S1. 

 

  

  

  

Le Mans, 02/07/2015 
 

 
 
   

 

Benoit BOSSUET   Steeve BAZEILLE 
Synthetic Surfaces Technical Manager Laboratory Dpt Manager 
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